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The stated luminous flux and rated electrical input power is subject to a tolerance of +/- 10%, the stated color temperature also has a tolerance of +/- 150 Kelvin.
We reserve the right to make technical changes without prior notice. 

new ways of conceiving lighting

Technical data

Instalation

Luminaire type

Housing Finish Color / RAL

AR 111

SILVER

Dimentions 111 X 55,5 mm

Environment

Controls On / Off

Interior

Led COB

Optics 40º REFLECTOR

Light emission direction Down or Up 

Nominal Power

Total Luminaire Power 15,66  W

Flux Total

Luminaire Flux 768 lm

Voltage 12V

CCT 3000 K

Colour rendering index 90 Ra

C.C. / C.V.

Driver Internal

CV 

Safety class 3 

IP IP20 
Direct mounting on normally flammable surfaces Yes 

CE Yes 
Operating temperature -20 / +50 

Driver included No 

Emergency mode No 
Cable included / length Yes 

Type of light emission Single emission 

Net weight 0.250 Kg

Overload protection / Short-circuit protection Yes

Optics technology

Typ. efficiency (full load) > 90

Output LF current ripple < 10 

AR111 REFLECTOR
Code:
SCOB
AR111 15W 3000K CRI>90 REFLECTOR 40º

tender txt

NEXT LIGHT, ZONA INDUSTRIAL MAIA I | PORTUGAL | TEF. +351 22 3186286 | WWW.NEXTLIGHT.PT

IP20
12VDCCV

Datasheet

Lâmpada AR 111, Reflector com deflector central; profundidade 

55mm. COB,  Ra90; Potência total de 15W, Fluxo luminoso de 768 

Lm; CCT: 3000K; SDCM: 2; Risco foto biológico RG1; Corpo em 

alumínio, Driver integrado; 12 VDC; Classe isolamento: CLASS III; 

Controlo: On/OFF; Class F; Energy Efficiency Index (EEI) A++
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Light Source Test Report
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Color Parameters:
Chromaticity Coordinate:x=0.4316  y=0.3988/u'=0.2494  v'=0.5185

Tc=3048K  Dominant WL:Ld=583.1nm  Purity=49.3% Centroid WL:603.0nm

Ratio:R=25.1% G=72.9% B=2.0%  Peak WL:Lp=625.0nm  HWL:175.8nm

Render Index:Ra=89.4

R1 =91 R2 =91 R3 =90 R4 =90 R5 =89 R6 =88 R7 =91

R8 =85 R9 =63 R10=79 R11=91 R12=76 R13=90 R14=94 R15=89

Photo Parameters:
Flux: 768.86 lm   Fe: 2.5500 W   Efficacy:50.92 lm/W

LEVEL:        WHITE:ANSI_3000K

Electrical Parameters:
Luminaire: U=12.60V  I=1.244A  P=15.10W PF=0.9600  

Instrument Status:
Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=17065(G=5,D=60)
REF=29436(R=4) %=-0.290% PMT: 27.8 centigrade [29.0]

WW
Product Type:LS-S618-G53-A-BWW Manufacturer:LEISO
Number:1 Test Department:LEISO
Temperature:26.1 deg Humidity:61%
Test Operator: Test Date:2019-07-11 09:45:59
Software:V2.00.100 Instrument:PMS-80_V1 (SN:1006040)


