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The stated luminous flux and rated electrical input power is subject to a tolerance of +/- 10%, the stated color temperature also has a tolerance of +/- 150 Kelvin.
We reserve the right to make technical changes without prior notice. 

new ways of conceiving lighting

Technical data

Instalation

Luminaire type

Housing Finish Color / RAL

PAR 30

WHITE

Dimentions 95 x 93 mm

Environment

Controls On / Off

Interior

Led COB

Optics 35º REFLECTOR

Light emission direction Down or Up 

Nominal Power

Total Luminaire Power 12W

Flux Total

Luminaire Flux 1196 lm

Voltage AC100 - 240V

CCT 2700 - 4000 K

Colour rendering index 80 Ra

C.C. / C.V.

Driver Internal

CV 

Safety class 3 

IP IP20 
Direct mounting on normally flammable surfaces Yes 

CE Yes 
Operating temperature -20 / +50 

Driver included No 

Emergency mode No 
Cable included / length Yes 

Type of light emission Single emission 

Net weight 0.250 Kg

Overload protection / Short-circuit protection Yes

Optics technology

Typ. efficiency (full load) > 90

Output LF current ripple < 10 

LÂMPADA PAR 30
Code:
04200
LUMINUS PAR 30 12W 2700K

Code:
043201
LUMINUS PAR 30 12W 4000K

tender txt

NEXT LIGHT, ZONA INDUSTRIAL MAIA I | PORTUGAL | TEF. +351 22 3186286 | WWW.NEXTLIGHT.PT

IP20
12VDCCV

Datasheet

Lâmpada PAR 30, Reflector 36º; 95 x 93mm de altura. COB,  Ra85; 

Potência total de 12W, Fluxo luminoso de 850 Lm; CCT: 2700K, 

4000K; SDCM: 3; Risco foto biológico RG1; Corpo em alumínio, Driver 

integrado; AC100 - 240V; Classe isolamento: CLASS I; Controlo: 

On/OFF; Class F; Energy Efficiency Index (EEI) A+

Directivas comunitárias e suas directivas de alteração
Directiva Comunitária sobre equipamento de baixa tensão 2006/95/CE
Directiva Comunitária sobre compatibilidade electromagnética  2004/108/CE
Normas europeias harmonizadas e as suas alterações:
EN 62560: 2012
EN 62493: 2010
EN 55015:2006+A1:2007+A2:2009, EN 61547:2009, EN 55015:2006 + A1:2007 + A2:2009
EN 61000-3-2:2006 + A1:2009 + A2:2009, EN 61000-3-3:2008
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1 m
3,3 ft

0,6 m
2,1 ft

2086 lx

193,8 fcd

2 m
6,6 ft

1,3 m
4,1 ft

522 lx

48,5 fcd

3 m
9,8 ft

1,9 m
6,2 ft

232 lx

21,5 fcd

4 m
13,1 ft

2,5 m
8,2 ft

130 lx

12,1 fcd

5 m
16,4 ft

3,1 m
10,3 ft

83 lx

7,8 fcd

Lux*

Footcandles*

Distance (meter)
Distance (feet)

Beam width (meter)
Beam width (feet)

*measured at
center of beam
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Viso Systems Aps – Copenhagen, Denmark – www.visosystems.com 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Beam intensities from 1-20m   
1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m 

3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 19,7ft 23ft 26,2ft 29,5ft 32,8ft 36,1ft 39,4ft 42,7ft 45,9ft 49,2ft 52,5ft 55,8ft 59,1ft 62,3ft 65,6ft 

2086lx 522lx 232lx 130lx 83lx 58lx 43lx 33lx 26lx 21lx 17lx 14lx 12lx 11lx 9lx 8lx 7lx 6lx 6lx 5lx 

193,8fc
d 

48,5fcd 21,5fcd 12,1fcd 7,8fcd 5,4fcd 4fcd 3fcd 2,4fcd 1,9fcd 1,6fcd 1,3fcd 1,1fcd 1fcd 0,9fcd 0,8fcd 0,7fcd 0,6fcd 0,5fcd 0,5fcd 

 

 

      
 
 
 
 
 
 

Spectral distribution 

Product name: LAMP PAR 30 4000K NEW 
 
 

Item number: 
 
 

Date and time: 
11/09/2020  15:45:09 
 
 
 
 

Color temperature Color rendering 
index 

Red component Color fidelity Color gamut Color quality scale Color coordinate 
cie 1931 

Color coordinate 
cie 1931 

Color coordinate Color coordinate Color diviation 
from black body 

CCT CRI CRI R9 TM30 Rf TM30 Rg CQS x y u v Δuv 

4067 K 81,6 12,9 81,6 95,4 81,6 0,379 0,382 0,222 0,336 0,0026 

 

Color coordinates 

 

White color point 

 

CRI R values 

 

Color temperature: 4067 K 

Output: 1196 Lumen   

Power: 11,7 W / METRO 

Light quality: CRI: 81,6 

 

 

 

 

 

Beam details 

 

Beam angle 50% Field angle 10% Cutoff angle 2,5% 
34,8° 87,7° 97,7° 

 
Peak intensity Int. ratio in 120° cone Int. ratio in 90° cone 

2095 cd 99,9% 96,2% 

 

Beam angels 

 

Beam intensities 

 

Power scope 

 Nominal power Power factor Power frequency 
11,7 W 0,85 {FREQ } Hz 

 
Nominal voltage Voltage Current 

230 V 229 V 0,060 A 

 


